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ROMANI

COLL D'EN REBASSA

MATERIALS SPECIFICATIONS

Structure

Reinforced concrete structure made up of
footing, walls, pillars, beams and one-way floor
slabs, in accordance with current regulations.
Quality control and tests carried out by an
official laboratory.

Roof

Flat roof made up of a layer of cellular concrete
(heat insulation).

Waterproofing with asphalt sheet and ceramic
tiles set in cement mortar.

Facade

Standard brick outside wall rendered with a
single layer of mortar, air chamber with heat
insulation based on glass fibre panels. Inner
walls in smoothed and plastered ceramic brick.

Layouts

Partition walling in smoothed and plastered
ceramic brick.

Paving

Ceramic tiles in kitchens, bathrooms and
terraces.

Rest of the flat, polished marble. Stairs: polished
marble.
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Wall covering

Plain vinyl emulsion in hallway, living room,
corridor and bedrooms. Pebble dash emulsion
on stairs.

Top quality ceramic tiles with decorative border
in kitchen and bathrooms.

Ceiling finish

Plastered and painted in vinyl emulsion in living
room, bedrooms and kitchen.

Smooth plasterboard painted in vinyl emulsion
in hallway, corridor and bathrooms.

Outside carpentry

Lacquered aluminium outside carpentry with
Climalit-type double glazing with air chamber
between panes.

Roller blinds with PVC slats.

Indoor carpentry

Inside doors made of pine pre-frame covered
in DM with oak veneer finish, subframe and
jambs, varnished, oak-veneer double-panelled
doors, hinges, bolts and handles.
Armour-plated entrance door with double panel,
spy-hole and door knob.

Built-in wardrobes with drawers.






