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LAS LOMAS DEL GQLF

CONJUNTO

RESIDENTCIAL

QUALITY REPORT FOR LAS LOMAS DEL GOLF RESIDENTIAL DEVELOPMENT IN ALICANTE

STRUCTURE

Reinforced concrete foundations in accordance
with the recommendations of the Geotechnical
Survey.

Structure of one-way reinforced concrete
columns and beams according to EHE
Instructions and the Earthquake Resistance
Standard NCSE-94.

Suspended floor on the ground floor.

ROOF

Roof terrace able to bear the weight of people,
with porous concrete slopes and high density
extruded poliexpan insulation sheets,
waterproofed with asphalt sheet damp course
and finished with non-slip ceramic tiling.
Mixed ceramic barrel tiles on sloping roofs.

FACADE

nfilling with ceramic brick cavity wall with heat
and acoustic insulation in the cavity.

Outer facing of single layer of water repellent
mortar in various colours. Artificial stone
guttering. Wall below the terrace with artificial
stone banister.

PARTITIONING

Interior distribution made of ceramic brick
partition walls.
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OUTSIDE CARPENTRY

Reinforced front door with safety lock.
Thermo-coated aluminium carpentry in white.
Double glazing, with climalit-type or similar,
dehydrated central chamber.

PVC slat roller blinds.

HORIZONTAL SURFACES

Prime quality tiles with floor tile body throughout.
Hardwearing, non-slip stoneware imitation
country-style earthenware flooring in the ground
floor porch and for the solarium.

False plasterboard ceiling with smooth vinyl
emulsion in the bathrooms.

Ceiling finished in plaster and smooth plastic
paint.

Plaster coving throughout the home except the
kitchen and bathroom.

VERTICAL SURFACES

Plastered and smoothed walls.

Plain enamel emulsion in the kitchen.
Washable coloured artex paint on the walls.
Bathroom tiling with prime quality ceramic tiles.






