Puertito de
Guimar
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QUALITY REPORT FOR LAS MAGARZAS RESIDENTIAL DEVELOPMENT IN PUERTITO DE

GUIMAR
I owove g oeromem
. IB
= Reinforced concrete foundations in accordance = Reinforced main door with security lock.
with the recommendations of the Geo-technical = White thermo-coated aluminium carpentry.
survey. = Double glazing, with “climalit” type or similar
= Structure of reinforced concrete supports and (4/6/4). Dehydrated central chamber.
beams with unidirectional rods in compliance = PVC slat roller blinds.

with the EHE Instruction and Spanish Seismic
Resistance Standard NCSE-02.
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= Terrace with access made with cellular concrete = Prime quality ceramic floor tiles body troughout.
slopes and high density extruded polystyrene = Ceramic tiles in kitchen and bathrooms.
board insulation; mastic asphalt sheet damp * False plaster bathroom ceiling painted with
proofing with non-slip ceramic tile finish. plain vinyl emulsion.

= Mixed curved ceramic tiling on sloping roofs. = Plaster ceiling painted in colour vinyl emulsion.

= Water and light (electricity) connections. = Plaster coving in living room and passage.

= Down-pipe for faecal waste and sink.
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= Exterior wall panel with concrete double hollow * Plastered and smoothed walls.
block 20 cms thick structure, faced with one- = Colour vinyl emulsion on walls. Bathrooms and
layer rendering outside and plastered smooth kitchen tiled with prime quality ceramic tiling.
on the inside.

= Quter facing of single layer of water repellent
mortar in various colour. I

= Artificial stone guttering.

= Wall bellow the terrace with artificial stone = Oak veneer door with prime quality hinges,
banister. rust-proof fittings,mortice looks handle and

interior catch in bathrooms.
= Glazed kitchen door with the same features as
r the rest of the house.
= Oak veneer to built-in wardrobes with separators
= Concrete block or laminated plasterboard on and hanging bars.

metal frame.
= All block structures will be plastered smooth.






